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4.7. Link Layer Test Results:  FAIL 

Test Equipment:  LeCroy M310P   / Version: 3.60 Build 780 

Test Result Comments 

Physical Layer (Chapter 6) 

TD.6.1.1 Lane Polarity Inversion Test PASS  

TD.6.1 Lane Polarity Inversion Test PASS  

TD.6.2 Skip Test PASS  

TD.6.3 Elasticity Buffer Test PASS  

TD.6.4 LFPS Frequency Test PASS  

TD.6.5 Polling.LFPS Duration Test PASS  

Link Layer Test (Chapter 7) 

TD.7.01.1 Link Bring-up Test (Subtest 1) PASS  

TD.7.01.2 Link Bring-up Test (Subtest 2) PASS  

TD.7.2 Link Commands Framings Robustness Test PASS  

TD.7.3 Link Commands CRC-5 Robustness Test PASS  

TD.7.4 Invalid Link Commands Test PASS  

TD.7.5 Header Packet Framing Robustness Test PASS  

TD.7.6 Data Payload Packet Framing Robustness Test PASS  

TD.7.7 Rx Header Packet Retransmission Test PASS  

TD.7.8 Tx Header Packet Retransmission Test PASS  

TD.7.9 PENDING_HP_TIMER Deadline Test FAIL Link does not stay in U0 for 
50 ms 

Note: The DUT Passed 
Legacy Timers 
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TD.7.10 CREDIT_HP_TIMER Deadline Test PASS  

TD.7.11 PENDING_HP_TIMER Timeout Test FAIL The PUT transitions to 
Recovery before 
PENDING_HP_TIMER 
deadline or it does not 
transition to Recovery when 
the PENDING_HP_TIMER 
expires. 

Note: The DUT Passed 
Legacy Timers 

TD.7.12 CREDIT_HP_TIMER Timeout Test PASS  

TD.7.13 Wrong Header Sequence Test PASS  

TD.7.14 Wrong LGOOD_N Sequence Test PASS  

TD.7.15 Wrong LCRD_X Sequence Test PASS  

TD.7.16 Link Command Missing Test  PASS  

TD.7.17 tPort Configuratin Time Timeout Test FAIL The Port should not respond 
to Port Config Packet when 
LVS Port Capability LMP is 
not received. 

TD.7.22 PM_ENTRY_TIMER Timeout Test   PASS  

TD.7.23 Accepted Power Management Transaction for U1 Test   PASS  

TD.7.24 Accepted Power Management Transaction for U2 Test   PASS  

TD.7.25 Accepted Power Management Transaction for U3 Test   PASS  

TD.7.26 Transition to U0 from Recovery Test   FAIL The PUT transitions to 
Recovery before 
PENDING_HP_TIMER 
deadline or it does not 
transition to Recovery when 
the PENDING_HP_TIMER 
expires. 

Note: The DUT Passed 
Legacy Timers 

TD.7.27 Hot Reset Detection in Polling Test   PASS  

TD.7.28 Hot Reset Detection in U0 Test   PASS  

TD.7.30 Recovery on three consecutive failed RX Header Packets Test   PASS  
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TD.7.33 Exit Compliance Mode Test   PASS  

TD.7.37 Packet Pending Test   PASS  

TD.7.38 Port Capability Tie Breaker Test PASS  

 

  


